COMFORT/HYBRID
BRENTWOOD

FEATURES BIKE SPECS
21 Speed Frame TIG-Welded Hi-Ten Steel
. Fork Hi-Ten Unicrown
Hi-Ten Steel Frame -
Headset 1-1/8" Threaded, Zero Stack w/Alloy Conical Top Cap
Alloy Suspension Seatpost Rims Alloy, 700c
ABS front for linear pull brakes Hub, Front KT Alloy, QR, 100mm Spacing
Hub, Rear KT Alloy, QR, 135mm Spacing
Tires 700x38¢, Skin Wall w/Anti-puncture
Spokes 14G Stainless, 32x32
PART MODEL I1ZE LOR Derailleur, Front Shimano TX-51, 28.6 Clamp
97-193-900 Brentwood S/15 Matte Black Derailleur, Rear Shimano RD-TX35
97-193-905 Brentwood S/15 Blue Shifters Shimano Revo
97-193-910 Brentwood M/17 Matte Black Chain KMC 27
97-193-915 Brentwood M/17 Blue Crankset Shimano FC-TY701, 48/38/28 w/CG, 170mm
97-193-920 Brentwood M/17 Red BB Cartridge Bearing
97-193-925 Brentwood L/19 Matte Black Freewheel / Cassette  Shimano 7-speed Mega Range Freewheel, 14-34T
97-193-930 Brentwood L/19 Blue Pedals Platform w/Non-slip Tread
97-193-935 Brentwood /19 Red Seatpost Alloy Suspension, 25.4x350mm
97-193-940 Brentwood XL/21 Matte Black Saddle KHS Wi.de Comfort, Dual Density w/Elastomer Spring &
Reflective Back
97-193-945 Brentwood XL/21 Blue Handlebar Steel 8OmmMx640mm
97°193-950 Brentwood XXL/23 Matte Black Stem Alloy Quill, 25 Degree, S: 80mm, M-XL:100mm
97-193-955 Brentwood XXXL/25 Matte Black N -
Grips Comfort Dual Density
Brake Levers Promax Alloy Linear Pull
Brakes Promax Alloy Linear Pull w/ABS System
Color Matte Black, Blue, Red
Frame Size S/15,M/17,L/19, XL/21, XXL/23, XXXL/25
(15 & 21 Black & Blue Only, 23 & 25 Black Only)
GEOMETRY
SIZE A B C D E F H | K J
s/t h/t° s/t° dffiecty c/s BRight  s.o. lh/t Stack  Reach

S/15 3503.8 70.5° 71° SBO8 46583 2851.2 74293 166.6 60823.7 3724.6
M/17 40057 70.5° 71° /5302 46583 28512 77805 190.5 614242 3815
L/19 4507.7 70.5° 71° GBS 46583 2851.2 8081.7 197.5 62524.6 3895.3
XL/21  5p09.7 70.5° 71° /W63 46583 2851.2 8333 2088 63725.1 397456
XXL/23 5AD1.7 70.5° 71° /287 46583 28512 8634.1 21/B.5 6485.5 4055.9
XXXL/25 6Q@8.6 70.5° 71° @5Bl2 46583 2851.2 89852 2280 66026 41416.3

All specs are subject to change without notice.



